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‘Standart 8'i sirali magazin aggregate gibi agir
takimlarin kolay kullanimini saglar.

Such as aggregate tools available on n°8 straight tool
changer. Can use easily

VEGA'nIn govdesi tamamen celikten Uretilmistir. Yapisi en hassas Uretim

sartlarinda dahi sorun cikarmadan muikemmel Uretim saglar. Servo
motorlar ultra high inertia serisi olup ivmelenmesi mikemmeldir.

VEGA's body was completely steel. Structure even the most precise production
conditions without problems provides an excellent production. Ultra high inertia
_series servo motors' acceleration is excellent.
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Opsiyonel olarak kdéprude 8°li

déner magazin kullanabilir.

| R
/fKumanda panosu ile kablosuz

baglanti yapilabilmektedir.

Wireless connection possible to

command panel
- J

As optional can use n° 8 rotary
htoo/changer
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Wireless Connect
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Opsiyonel olarak OSAI cnc kontrol
unitesi sunulmaktadir.

As optional can use OSAI cnc control
unit.

~
/Vega Pro modellerinde SCHMALZ cift tGniteli

konsollar, Vega Compact modelinde ise tek
uniteli konsollar kullanilmaktadir.

Vega Pro has SCHMALZ double unit consoles,

\_Vega Compact has a single unit consoles.
J
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Teknik Ozellikler / Technical Features
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Calisma Alam / Working area mm 1300x6000
Z ekseni mesafesi / Z axis stroke mm 200
Spindle motor giicii / Electro-spindle power kKW 9 kKW
Spindle motor devri / Electro-spindle power rpm 24000
X ekseni hizi / Speed movenement X axis m/min 90
Y ekseni hizi/ Speed movenement Y axis m/min 60
Z ekseni hmzi / Speed movenement Z axis m/min 20
Delik delme dikey spindle / N.vertical spindles n° 14
Delik delme yatay spindle / N. horizontal spindles n° 3
Testere spindle / Saw spindle n° 1
Max testere ¢cap1 / Max. diameter saw blade mm 120
Vakum Bolgesi / Vacuum zone n° 2
Kurulu gii¢ / Installed power kw 25
Vakum pompasi / Vacuum Pump m3/h 150
Agirlik / Weight kg 6800
Olgiiler / Dimension mm 2250x6000
Kurulum olculeri / Installation dimension mm 3500%x8000

VEGA pro 1332 | VEGA pro 1345 | VEGA PRO 1360




